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Sun Shading Panel is designed to provide a simple and effective solution in shielding the occupants of a building from direct solar
radiation. it has been wisely used for office buildings, universities, laboratories, schools, hospitals, factories, and etc.

Vertical sun shade panels can be constructed using both carries at 25 degrees (VTX-25), 45

The horizontal sun shade panel
degrees (VTX-45), 65 degrees (VTX-65), 90 degrees (VTX-90) & 90 degrees in 100mm gap U S e

constructed using the carrier HTX-65

(VTX 90/100)
VTX-25: By using the carrier VTX-25, VTX-45: With the use of VTX-45, the
the panels are less inclined, window is partly covered and HTX-65: With the horizontal sun
thus allowing more visual contact. has a more or less closed appearance. shade, very little horzontal light is
intercepted. As a result, the light
VTX-65: With the use of VTX-65, VTX-90: By using the carrier VTX-90, condition inside the building remains
the panels are most inclined, the panels are less inclined, excellent.
thus allowing less water contact. thus allowing more air flow.

VTX-45 With the use of carrier VTX-45/100, VTX-90 ~ With the use of carrier VTX-90/100,
/100:  the panels are spacing wider, thus /100:  the panels are spacing wider, "
allowing most air flow. thus allowing most air flow. 76
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Note: Standard length of carriers is 2.44 metre.

OM SSP 85A
85mm wide x 15mm depth

OM SSP 85B
85mm wide x 15mm depth
Steel, 0.48mm thick

Aluminium, 0.55mm thick

< ’ 15mm
85mm

| ‘ - Silver c/w PVdF paint finish - White c/w polyester paint
1 } - White c/w polyester paint finish
finish - GaluZinc®
Note: Panel-length is made to order. The recommended optimum length is 6 metres. - nght b.eige chw pOIyeSter
Other cologrs available upon réquesl, subject to slo:’l’( availabilitgy and time deii‘very. palnt finish

MATERIAL OPTIONS

Aluminium Panel
1. OMSSP85A/NVTX-45 2. OMSSP85A/NTX-45/100 3. OMSSP85A/NTX-25 4. OMSSP85A/NTX-65

5. OMSSP85A/VTX-90 6. OMSSP85A/NTX-90/100 7. OMSSP85A/HTX-65
Prepainted Steel Panel
1. OMSSP85B/NVTX-45 2. OMSSP85B/VTX-45/100 3. OMSSP85B/VTX-25 4. OMSSP85B/N/TX-65

5. OMSSP85B/VTX-90 6. OMSSP85B/VTX-90/100 7. OMSSP85B/HTX-65

SAMPLE OF SPECIFICATION

To supply and install...m? Sun Shading Panel, (type refer*) consisting of panel made of 0.48mm thick pre-painted steel,
85mm wide x 15mm depth.

The panels are clipped onto carriers at maximum 1000mm c/c. The carriers shpuld be fixed to substructure/subframe and
come complete with necessary fittings and accessories.

Details all in accordance with manufacturers instructions.

ASTEEL AJIYA SDN BHD (1279869-k)
Lot 1268, Block 8 Jalan Bako, Demak Laut Industrial Park IV, 93050 @ www.asteel.com.my
Kuching, Sarawak.

Tel: +6082 433 403 / +6082 433 402 @ @asteel.group
Fax: +6082 433 686
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TECHNICAL SPECIFICATION

Material Available A - Aluminium B - Prepainted Steel
Standard Profile Z-70A | Z-90A | Z-140A Z-70B / Z-90B / Z-1408B
Material Thickness - 0.55mm TCT / 0.60mm TCT / 0.70mm TCT
- Aluminium c/w Polyester Point Finish
- Prepainted Steel - 0/38mm / 0.40mm TCT
- - - 70mm width x 60mm depth
Standard Panel Effective Width & Depth .
-7-70A/B - 7-90A/B - 7-140A/B - 91mm width x 60mm depth

- 138mm width x 94mm depth

Accessories - 90Z Bracket - 70Z Bracket - 140Z Bracket
Length Made to order. Maximum length to be 4 meter.
Method of Installation Clip-on
Colour Available Silver / Gold / White

Other colours available upon request subject to stock availability and delivery lead time

DETAILA

Z-140A/B
Panel

DETAILA

140Z
Bracket

ASTEEL Sdn. Bhd. (1103206-T)
HEAD QUATERS

Lot 712, Block 7,

Demak Laut Industrial Park,

93050, Kuching, Sarawak, Malaysia.
TEL: +6082 433888

FAX: +6082 433833

@ www.asteel.com.my n @asteel.group



BAFFLE LOUVRES SYSTEM
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(CLIP-ON)
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AviteQ BLC-30 Bracket

TECHNICAL SPECIFICATION

Material Available
Standard Profile

Material Thickness

* Aluminium c/w Polyester Paint Finish
¢ Aluminium c/w Powder Coat

* Prepainted Steel

Standard Panel Effective Width & Depth
* BLC - 100 30A/B
* BLC - 150 30A/B
« BLC - 200 30A/B

Accessories

Length
Method of Installation
Colour Available
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BAFFLE LOUVRES SYSTEM
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BLS
Carrier

BLS-100A/B
Panel

TECHNICAL SPECIFICATION

Material Available
Standard Profile

Material Thickness

* Aluminium c/w Polyester Paint Finish
¢ Aluminium c/w Powder Coat

* Prepainted Steel

Standard Panel Effective Width & Depth
*BLC - 100 30A/B

Accessories

Length
Method of Installation
Colour Available
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M AEROFOIL
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AF-200 50A/B
Aerofoil Panel

TECHNICAL SPECIFICATION

Material Available
Standard Profile

Material Thickness

* Aluminium c/w Polyester Paint Finish
* Aluminium c/w Powder Coat

* Prepainted Steel

Standard Panel Effective Width & Depth
* AF - 150 30A/B

Accessories

Length
Method of Installation
Colour Available

‘ 200 \ ‘ 250 ' l 303 \

AF - 200 50 A/B AF - 250 50 A/B AF - 303 50 A/B




AEROPOINT

ASTEEL AJIYA

TECHNICAL SPECIFICATION

Material Available
Standard Profile

Material Thickness

* Aluminium c/w Polyester Paint Finish
* Aluminium c/w Powder Coat

* Prepainted Steel

Standard Panel Effective Width & Depth
* AP - 100 30A/B

Accessories

Length
Method of Installation
Colour Available

100 125 _ 150 200

ASTEEL AJIYA SDN BHD (1279869-k)

Lot 1268, Block 8 Jalan Bako, Demak Laut Industrial Park IV, 93050 @ www.asteel.com.my
Kuching, Sarawak.
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