FLUSH PANEL
CCP-Z
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The extensive range and versatile design of ASTEEL
Flush Panel offers numerous possibilities for creative
== design. A number of Aluminium-Zinc or Aluminium
Coated Steel Flush Panel are available in a range of
colours using the envioSERIES coating system. The
ability to curve and contour.

ASTEEL CCP-Z has made the range a favourite with
architects and designers around the world.

FLUSH PANEL CCP-Z

Flush panels are designed for wall, fascia and soffit
applications where a flush or flat appearance is de-
sired. All feature up to 95% recycled content.
Solutions for nearly any application, including interior
and exterior wall cladding, fascia and soffit. Leading
technical/ design support, customization and CAD
services.

FLUSH PANEL CCP-Z

Flexible width choice from 350mm to 550mm.

DESIGN FLEXIBILITY

\, ASTEEL CCP-Z can be specified in both an open and
~ closed style in many pre-finished colours.

The Concealed Fastened System can accommodate

even the most ingenious of ceiling designs.

The range can be customised to fully integrate with the

interior and exterior of building architecture.

ENVIRONMENTAL BENEFIT

envioSERIES steel is recyclable and made up of 70% to
90% recycled content.

¥ COLOURS & FINISHES

'~ Arange of standard and customised colours and smooth or
texture finishes, using the envioSERIES coating system.

QUALITY

ASTEEL CCP-Z comply with major building standards and
comes with 25 years warranty.
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DESIGN TERMITE WARRANTY RECYCLING IMPROVED DURABILITY ASTEEL GROUP
FLEXIBILITY PROOF COATING PRODUCT




APPLICATIONS ADVANTAGES

* Functional and curved feature panels. * Extensive range of flush panel profiles and widths in a
full range of interior and exterior colours and finishes for
wide choice and colour matching.

* Various undulating panels and curved flush panels offer
exciting design opportunities.

« Panel design allows for horizontal and vertical wall appli-
cation. Available in both flat and vented panels, CCP-Z
panel provides a distinct design for any project.

* Visual linear overhead screen.

* Interior flush panels are available for effective
acoustic performance.

* Interior and exterior.
* New developments or existing buildings.
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